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ARGUS
High-Speed Pan/Tilt Head System

High-precision pan/tilt head made 
of V4A, extremely fast positioning, 
for professional use also under 
roughest weather and environmental 
conditions.Thequick-mounting 
flange allows to install the weather 
protection housing type ARGUS-
WPH in a very easy and service-
friendly way (one person only). 
Mounting base with total covered
cable gland type ARGUS-Base 
available. Dynamics and drive 
technology of this pan/tilt head
set standards with regards to the 
high-quality and maintenance-free 
components used. The modular
design with two different sizes of 
weatherproofed housings allows 
to use several remote-controllable
cameras as well as several high-
speed zoom lenses with a focal 
length of up to 240 mm. Unerring
positioning even with largest focal 
lengths together with an extremely 
slow system movement and the 
proportional speed associated with 
the zoom factor of the lens allows 
completely smooth and reliable 
supervision. The integrated position
hold technology makes sure that the 
picture coordinates are kept precisely 
in postion even under external 
influences. All internal parameters
of the pan/tilt system can be fetched 
from host which allows operations 
in very complex scenarios.

High-speed pan/tilt system made of V4A 
stainless steel, absolut corrosion free

Very precise and smooth slow speed operation

Endless rotation without time limit 

Video- (coaxial) and twisted pair output (both 
galvanically isolated)

Position repeatability < +/- 0,01°

Position hold functionality for balancing 
external influences

Quick-mounting flange for weatherproofed 
housing 

High-precision maintenance-free drive 
technology (MIL-standard)

Upright and hanging installation 

Fully integrated into the GEUTEBRÜCK 
system architectures 
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High-speed pan/tilt head unit: ARGUS-PT-Head/230VAC, ARGUS-PT-Head/110VAC
Video outputs (via BNC and system plug) 1 x Coaxial, 1 x Twisted pair (both galavanically isolated)
Contact input (via system plug) 1 x Contact input (switching to ground)
Max. pan/tilt speed 200°/s
Min. pan/tilt speed (very slow run) approx. 0,01°/s, control via MBeg/GCT-LAN
Max. angular acceleration
a: time needed for positioning max. 90°
b: time needed for positioning max.180°

600°/s²
max. 0,75 s 
max. 1,2 s 

Position repeat accuracy < +/- 0,01°
Max. pan angle 360°endless rotation
Max. tilt angle +/- 90°
Programmable fi xed positions 255
Auto fl ip adjustable
Zero calibration automatic 
Peak torque > 10 Nm
Resolution per rotation 460800 steps
Infi nitely variable speed Yes
Electronic position-hold technology Yes
Endless rotation without time limit Yes
Max. acceleration Adjustable via software settings 
Max. speed Adjustable via software settings 
Automatic drive to home position after a pre-set time period adjustable
Hanging and standing installation jes
Running direction (Joystick MBeg/GCT-LAN) Adjustable via software settings 
Total convered cable gland Yes
Integrated control receiver Yes
Interface KDec protocol (GEUTEBRÜCK standard)
Dimensions (tip cylinder) H = 415 mm; Ø =154,5 mm
Material Stainless steel V4A bruched, material no. 1.4571
Operating temperature - 40°C to + 55°C (without camera)

lower temperature ranges on request
Operating voltage 230 VAC230 VAC230 V  (0.02500) / 110 VAC (0.02500) / 110 VAC (0.02500) / 110 V  (0.02510)
Power consumption max. 300 VA
Protection class IP 66
Weight (with mains unit) approx. 12 kg
Load max. 30 kg

Camera weather protection housing in 2 sizes:
ARGUS-WPH/S, ARGUS-WPH/L
Size 1 (WPH/S) corpus
Sun protection

L = 410 mm, Ø = 140 mm
L = 545 mm

Size 2 (WPH/L) corpus
Sun protection

L = 480 mm, Ø = 168 mm
L = 630 mm

Integrated lens controller
- automatic position potentiometer test
- automatic identifi cation of standard and high-speed lenses

Focus/Zoom polarities, stopping distance
Yes

Integrated camera power supply 24 VAC24 VAC24 V  (the power supply input of the camera must be 
decoupled galvanically from the mass) 

Manual iris control For voltage controlled iris and motor 
iris (Pentax lenses without and with AD converter)

Control outputs 3 aux relais, 1 transistor (open collector) (each with 15 
different functionalities with Adjustable time limits)

Alarm trigger 4 alarm trigger modes
Self-cleaning front glass Photocatalytic (hydrophilic coating)
Material Stainless steel V4A brushed, material no. 1.4571
Type Order No.
ARGUS-PT-Head/230VAC 0.02500
ARGUS-PT-Head/110VAC 0.02510
ARGUS-WPH/S (weatherproof housing, small) 1.02510
ARGUS-WPH/L(weatherproof housing, large) 1.02500
ARGUS-Base(mounting base for ARGUS-PT-Head made of V4A) 5.26011
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ARGUS-IR-LED
High performance long range infrared-beam 

for the ARGUS-System

High performance infrared illumina-
tor for the high precision pan-tilt-
camera unit ARGUS. The stainless 
steel housing of the infrared illumina-
tor will be mounted in opposite to the 
camera housing on the tilt axis of the 
pan-tilt-unit and is equipped with an 
easy connection flange for a simple 
and quick installation process. With 
the illuminators high performance 
infrared LEDs the  ARGUS-system 
can perform at it`s best both under 
daylight and under night-time condi-
tions.

Quick-mounting flange for simple 
and efficient installation 

Housing made out of corrosion free 
V4A stainless steel 

Powering directly through the pan/
tilt-unit 

Excellent illumination of the 
surveillance area 

Long life time using LED 
technology
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Beam angle Approx. 25°
Wavelength 880 nm 
Range > 80 m (depending on the refl ection ratio of the background)
Number of LEDs 360 (36 LED groups)
Operating temperature Approx. - 20°C up to + 30°C (exacter infos will follow) 

Deeper temperatures can be realized on request.
Twilight switch ON: approx. < 500 Lux; OFF: > 600 Lux, switching delayed 

LED failure behaviour In case one LED group (10 LED´s) fails this will cause a reduction in 
output of 3 % 

Operating voltage 24 VAC (powered through the pan/tilt unit)
Optical power Infos will follow
Power consumption Approx. 45 W @ 24 VAC 
Housing Stainless steel V4A, front-glass mostly opaque 
Protection class IP 66
Dimensions in mm 
(W x H x D) 168 x 168 x 300

Weight Approx. 6 kg 
Order No. 1.02600







VIPCAM-DN101/PX
Real day/night network camera for direct integration 

into the GEUTEBRÜCK system architecture

This high resolution day/night network 
camera with automatic IR-cut filter de-
livers clear sharp pictures even in scenes 
with widely varying light conditions. 
Perfect for use near large windows or in 
entrance halls. No vertical smear effects in 
the image even when bright lights such as 
car headlights fall directly on the camera. 
The first in a new range of products in 
GEUTEBRÜCK quality. Service - friendly 
and offering the complete range of high 
performance DSP capabilities. Provides 
many functions to relieve the network 
and reduce storage requirements. Video 
motion detection (VMD) and activity 
detection (AD) available as options 
depending on the platform used.

Product information

| True day/night camera with mech. IR-cut filter

| Additional analog BNC video output

| Direct integration into GeViScope or  
re_porter

| Picture integration up to 32x (Slow shutter)

| Supports 25 pictures/s in QCIF, CIF, 2CIF and 
4CIF at all quality levels of compression

| Multiple power sources 12 V DC, 24 V AC or POE

| Activity Detection and Video Motion Detection 
optionally inside the camera (license required)

| Usage of existing network structures

| Directly to be parametrized via the GeViScope 
standard setup tools

| Easy maintenance and functional extensions 
using software upgrades

Competence in Video Security
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Image sensor (Chip) 1/3” PIXIM DPS CMOS Sensor
Video standard CCIR/PAL (composite)
Scanning system Scanning: Progressive scan 

Processing for CCIR/PAL: 2 : 1 interlace
Scanning frequency (CCIR/PAL) 15.625 kHz (H), 50 Hz (V)
Video output Composite video: 1 Vpp, 75 Ohm (BNC)
LAN-Interface RJ45 connector, 10/100Base-TX
Transmission TCP/IP (Transmission Control Protocol)
Compression/Encoding Pictures directly will be transmitted in a GeViScope compatible data format: 

M-JPeg 
MPEG4CCTV

Input and output contact 1 digital input (alarm in) 
1 relay output (Max. 30 V DC, 1 A, Resistive load)

Input and output connectors Ethernet: RJ45 socket 
Video output: BNC socket 
Power: 2 pin push-in type terminal 
Alarm/Relay: 6 pin push-in type terminal 
External memory: SD-card slot

Pixel (H x V) 720 x 540 (effective)
Horizontal resolution 520 TV lines
Minimum sensitivity: 
Color 
 
B/W

 
1 Lux / F1.4 (50 IRE) 
IR cut filter, AGC on 
0.2 Lux / F1,4 (50 IRE) 
IR pass filter, AGC on

Synchronization Internal
S/N ratio 50 dB (AGC off)
Wide Dynamic Range Adjustable
White balance Automatic / Manual 

Switchable via on screen menu (OSD)
Shutter Automatic electronic (AES), adjustable in different steps
Slow Shutter On / Off - Picture integration up to 32x (max.)
Digital noise reduction On / Off
Automatic gain control (AGC) 9 steps, adjustable via on screen menu (OSD): Off; Low, Mid, High, Hyper-AGC
Camera ID function 24 alphanumeric characters
Color / B/W switching Internal automatic, via contact or manual
Sensor Picture evaluation possible directly on the fly by using GEUTEBRÜCK analysis  

methods directly on VIPCAM (depending on the license model of each connected 
recording unit) 
Licence/GSC/AD (Activity Detection) 
Licence/GSC/VMD (Video Motion Detection)

Lens mounting CS-mount / C-mount (with C/CS-adapter)
Flange back Adjustable
Lens connection DC lenses (AI-DC) and video signal controlled lenses (AI) (connection via standard 

4-pin socket)
Operating temperature - 10 °C to + 50 °C
Humidity in operation 30 % to 90 % rel. humidity (non condensing)
Voltage supply 12 V DC, 24 V AC ± 10 % or 

PoE(IEEE 802.3af )
Power consumption 24 V AC: approx. 6.2 W 

12 V DC: approx. 6 W 
POE: approx. 7,2 W

Dimensions in mm (W x H x D) 62 x 55 x 134
Weight Approx. 550 g
Accessories Lens plug included in shipment
Order No. 5.05000
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Weather- and dustproof housings

Series 300 

4-step mounting-height adjustment 

3 x cable glands 

Self-regulating PTC heating element 

Temperature regulation via heating 
element and additional safety 
thermostat 

Isolated camera mounting to avoid 
ground-loops 

VDE approved construction 

IP-66 protection rating 

TÜV approved safety (German safety 
standards authority) 



Technical alterations reserved

Technical data

GEUTEBRÜCK GmbH . Im Nassen 7-9 . D-53578 Windhagen . Tel. +49 (0)2645 137-0 . Fax-999

E-mail: info@geutebrueck.de . Web: www.geutebrueck.de

W
S

G
-3

00
_E

N
  0

2.
06

.2
00

6

Technical specifi cation WSG-302 WSG-304X 
Heater supply 230 VAC 
Safety thermostat supply Max. 250 VAC 
Thermostat functions On: +8 °C / off: +15 °C 
Cable access 3 x PG-9 cable glands 
Dimensions (B x H x T)
outer size 

usable internal size 

Approx. 133 x 124.6 x 476 mm 
(w x h x d) 

approx. 90.8 x 76.5 x 330 mm 
(w x h x d) 

Approx. 133 x 124.6 x 566 mm (w 
x h xd) 

approx. 90.8 x 76.5 x 420 mm (w 
x h x d) 

Finish Powder coated, pebble grey, RAL 7032 
Protection rating IP 66 
Order No. 5.15580 5.15620 

Weatherproof housing with self-regulating heater
additional safety thermostat
sun-shield
integrated cable distribution circuit board for 
connecting network, video, and control leads
(for motorised zoom lenses),
colour pebble grey, RAL 7032
heater supply 230 VAC

Weatherproof housing with self-regulating heater
additional safety thermostat
sun-shield
colour pebble grey, RAL 7032
heater supply 230 VAC

Dustproof housing without self-regulating 
heater or sun-shield
colour pebble grey, RAL 7032

DescriptionTypeOrder No.

5.15590 SSG-302

5.15580 WSG-302

5.15620 WSG-304X

Dimensions WSG-302 / WSG-304 in mm










































































